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초 록

고품질 인자(하이큐) 공진은 초고감도 센서 또는 비선형 광학과 같은 많은 분야에서 잠재적인 응

용을 제공합니다. 연속체의 경계 상태(BIC)는 무한한 큐 계수를 가지며 단위 셀의 평면 내 대칭에

약간의 섭동이 있으면 BIC는 실제 실험에서 실현될 수 있고 여전히 유지될 수 있는 준 BIC(QBIC)

로 전환될 수 있습니다. 높은 큐 팩터. 메타표면 기반 QBIC는 많이 연구되었습니다. 그러나 활성

QBIC 메타표면은 아직 덜 탐구되어 더 많은 실험적 연구를 기다리고 있습니다.

여기에서 일종의 칼코게나이드 상변화 물질인 게르마늄 안티몬 텔루르가 메타표면에서 QBIC의 진

폭과 공진 위치의 능동적 변조를 구현하는 데 사용됩니다. 먼저 QBIC 모드의 타당성을 수치적으로

검증하고 단위 셀 구조가 QBIC 모드 및 능동 변조 능력에 미치는 영향의 차원을 연구하여 단위 셀

최적화를 수행합니다. 게다가, 우리는 또한 QBIC의 편광 의존성을 고려합니다. 실험에서는 QBIC의

존재를 확인하고 가열하여 공진을 능동적으로 튜닝합니다. 이 연구는 QBIC 모드를 능동적으로 제

어하는 새로운 방법을 탐구하고 중적외선 QBIC 연구를 향한 주요 발전을 나타냅니다.

핵 심 낱 말: 메타표면, 연속체의 경계 상태, 활성 소자, 중적외선, 상변화 물질

Abstract

High quality factor (high-Q) resonances provide potential applications in many fields such as ultrasensitive
sensors or non-linear optics. Bound states in the continuum (BIC) has infinite Q-factor and with slight
perturbation in the in-plane symmetry of unit cells, the BIC could be turned to quasi-BIC (QBIC), which could
be realized in real experiment and still keep a high Q-factor. Metasurface-based QBIC has been studied a lot.
However, the active QBIC metasurface remains less explored and is waiting for more experimental studies.
Here, a kind of Chalcogenide phase change materials, Ge2Sb2Te5 , is used to realize the active modulation of
QBIC’s amplitude and resonance position in metasurface. We first numerically verifies the feasibility of QBIC
mode and studies the dimension of unit cell structure’s effect on the QBIC mode and active modulation ability,
based on which we make the optimization of the unit cell. Besides, we also consider polarization dependence of
QBIC. In experiment, we verify the existence of QBIC and actively tuning the resonance by heating. This study
explores a new way to actively control the QBIC mode and represents a major advance toward the mid-infrared
QBIC research.

Keywords: Metasurface, Bound states in the continuum, Active device, Mid-infrared, Phase change material
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Chapter 1. Introduction

1.1 Background

Quality factors (Q-factors) determines the energy loss rate and the strength of light-matter interaction which
make Q-factors become important parameter of resonances.[1] High-Q resonances allow the extremely strong
confinement of the local electromagnetic fields[2][3] that are suitable for applications such as ultrasensitive
sensors,[4]-[10] perfect absorbers[11]-[15] and other optical devices. Recently, the so-called bound states in the
continuum (BIC) has been employed as an effective method to achieve high-Q resonances in optics.[16]BIC was
first proposed in quantum mechanisms,[17] but it aroused wide attention in many other fields due to its
extraordinary properties. Theoretically, BIC exhibits the infinite Q-factor and lifetime of resonances in
symmetry protected unit cell structures, which could not be detected in the far-field. Practically, BIC is applied
in the form of quasi-BIC (QBIC) of which the Q-factor and the lifetime become finite by adding perturbations to
the symmetry of the unit cells. This leaky resonance mode could couple with the free space so that it is
observable in the far-field. QBIC enables a useful strategy to obtain high-Q resonances and great localization of
electromagnetic fields, catching more and more interest of researchers.

Metasurfaces, planar devices composed of subwavelength unit cells,[18] have the ability to modulate
lights’amplitude, phase and polarization with unprecedented flexibility,[19]-[21] making it a preffered platform for
realizing QBIC.[22] Nonetheless, whereas the theory behind the metasurfaces supporting QBIC has been
revealed[23] and a number of applications in this field have been demonstrated, the active QBIC is rarely
explored. The earliest research about active QBIC was proposed and experimentally verified in 2019 by using
photodoping to change the silicon’s carrier density.[24] In the same year, Han et al[1] also demonstrated the
silicon-based active QBIC metasurface in Terahertz (THz) waves. Since then, several papers have taken
semiconductors , such as As2S3, GaAs or Ge,[3][25][26] as active part in metasurfaces to obtain the dynamic QBIC.
Graphene has also been proposed as a good option in this field but it lacks experimental results.[27] Besides the
photodoping, there are some other methods to change the condition of the QBIC. For example, the silicon’s
permittivity could be tuned by adding external bias voltage to control the transmitted phase of QBIC[28] and the
Magneto-optic (MO) response emerges as a new mechanism for modulating QBIC.[29] However, the previously
mentioned strategies all need expensive facilities to provide the required excitation for dynamic functions,
which limits the study of this field. By contrast, temperature stimulus is an affordable candidate because just a
single heating setup, like hot plate, is enough to achieve the desired effect. Recently, some people have
theoretically investigated using the heating transfer property of chalcogenide phase change materials (PCM) to
tune the QBIC modes.[30][31]Ge2Sb2Te5 (GST) is a kind of chalcogenide PCM that is widely applied in the optics
and the phase change memory field. GST exhibits a high contrast of the refractive index between the amorphous
and crystalline states and because of its firm stability in the room temperature, it allows the non-volatile
dynamic devices. As far as we know, even though the active QBICs in THz and near infrared waves have been
verified both in simulations and experiments, the mid-infrared active QBIC has rarely been studied. GST
experiences low loss in the mid-infrared region which makes it a promising candidate to realize the mid-infrared
active QBIC.
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1.2 Research objective

In this work, the mid-infrared active QBIC are demonstrated using the all-dielectric metasurface of which the
unit cells are made of GST. By heating the GST above the phase transfer temperature for a period of time on the
hot plate, the amorphous state of GST could be changed to crystalline state, with a huge increase in the real part
of the refractive index. As a result, the resonance wavelength of QBIC exhibits an apparent red-shift. We further
investigate the crystalline ratio dependence of the modulation of QBIC. Our work verifies a practical and easy
method to realize the tunable QBIC in the mid-infrared region and it could be applied to many important
research fields, such as the optical switch, temperature sensor or dynamic nonlinear optics.
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Chapter 2. Theory

2.1 Metasurfaces

2.1.1 Generalized laws of reflection and refraction

The plane electromagnetic wave would be split into two beams, one reflected beam and one transmitted beam,
when it is incident on a surface between two homogeneous media of which the refractive indices are different.
According to the Fresnel formula and Snell’s law, we can predict the reflection and transmission coefficients and
their directions based on the continuity of field components at the surface. The metasurface, composed of
periodic subwavelength unit cells with negligible thickness, has the ability to modulate the coefficients of
reflection and transmission to a great extent because of its effective current’s resonant excitation. In this case, by
meticulously control the relation between incident light’s wavelength and the resonance of metasurface, we can
add a broad phase change, from -π to π, to the reflected and transmitted beams. If the phase change keeps the
same all over the surface, then the directions of reflected beam and transmitted beam would not be changed.
However, we can design the structure of metasurface so that we could get spatially variable phase change on the
surface, which allows to tune the propagation’s direction and wavefront’s shape with high resolution. What’s
more, when the unit cells of metasurface are anisotropic, we could also use it to alter the polarization state of the
wave.

To better understand the principle behind the measurface, it is better to figure out what the generalized laws of
reflection and refraction is. As mentioned above, the metasuface can generate spatially variable phase change
because of the electromagnetic scattering at the arrays. The real optical path with these phase changes is
supposed to be stationary in the total accumulated optical phase. According to the stationary phase’s law, the
wavelets that originate from a source point with the same initial phase will come to the destination point in
phase after reflecting from or transmitting through the metasuface and as a result, they would interfere with each
other constructively, making the route a physical path of optical power. Based on the Fermat’s stationary phase’s
law, we can derive a set of generalized laws of reflection and refraction:

�t sin (�t) −−− �i sin (�i) =
1
�0

dΦ
d�

cos (�t) sin (�t) =
1

���0

dΦ
d�

sin (�r) −−− sin (�i) =
1

���0

dΦ
d�

cos (�r) sin (�r) =
1

���0

dΦ
d�

The angles appearing in the equations are defined in the Figure 1. The dΦ /dx represents the component of

phase gradient parallel to the incident plane and on the contrary, the d Φ /dx represents the component
perpendicular to the incident plane. The two types of phase gradient actually play a role of wavevector at the
surface and the generalized laws of reflection and refraction could be derived by taking the conversation of
wavevector at the boundary into consideration.

The practical information we can get from the generalized laws is that by designing the unit cells of metasurface,
we could control the phase gradient at the surface, such as its magnitude and direction, so that it will work as the
wavevector to bend the reflected beam and the refracted beam in whatever directions we want. Beside the
direction modulation, the metasurface could also be used to control the amplitude of reflected and transmitted
beams. We will discuss the applications of metasurface in more detail in the next subsection.
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Figure 1.[19] Angle definition
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2.1.2 Applications of metasurfaces

Generally speaking, the plasmonic nanostructures and metasurfaces are designed to reduce the inherent Ohmic
losses as much as possible to improve the performance of the devices. However, in some applications such as
the photovoltaics field, people want to get high absorption. For instance, high absorption of plasmonic structures
could decrease the size of semiconductor absorbing layer in solar cells. What’s more, the solar
thermophotovoltaics, in which the solar spectrum is first absorbed and converted to narrowband thermal
emission at the band edge of the photovoltaic cell, can benefit a lot from the plasmonic high absorption. One
way to realize broadband absorbers based on metasurfaces is to make unit cells feature multi-resonances. The
Figure 2(a) shows an example in which the broadband absorption is obtained by mixing multiple resonances
via carving the top thin metal layer of an MIM multilayer stack into the format of the crossed trapezoid arrays.
The results in Figure 2(b) verifies that this metasurface has broadband and polarization-independent resonant
light absorption which is much better than the crossed-grating structures. Besides the multi-resonances based
absorbers, there is also nonresonant absorption which could be realized by optical analogues of black holes
based on metamaterials and GSP modes.

Figure 2.[32] Broadband absorbers based on metasuface. (a) sketch of multi-resonances metasurface. (b)
absorption result.

As a planar structure, metasurface is also used to take place of conventional flat optical elements. The
homogeneous metasurfaces, for example, allow to control the polarization state of light through a perfectly
engineered anisotropic response, which could be used as wave plates. Meta-lenses and meta-reflectors have
attracted more and more attention recent years. Traditional dielectric lenses or parabolic reflectors are on the
wavelength scale and this prevents the miniaturization of devices. In contrast, metasurfaces have very thin
thickness and sub-wavelength unit cells, which could realize the same applications with much smaller size. In
addition to the field of conventional optical elements, metasurfaces also have the potential to achieve the high-
resolution color printing. In this case, the color are generated by a resonant interaction between the incident light
and the sub-wavelength unit cells. The plasmonic metasurfaces colors could even achieve a resolution that beats
the diffraction limit because of the deep-sub-wavelength light localization. What’s more, people could also
realize dynamically reconfigurable color printing by adding active materials into the metasurfaces. Holograms,
owing to the computer-generated holography, have been applied to realize many things such as optical
manipulation and wavefront shaping and metasurfaces shine in this field and work as the wonderful platfrom to
achieve different types of holograms because it could provide outstanding control over the light to engineer the
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phase, amplitude and polarization with great freedom. Metasurfaces could not only manipulate the propagating
waves in free space, but also modulate the surface waves. The Figure 3(a) shows an example of metasurface
that transfer the propagating wave into a surface wave confined on the surface with very high efficiency and the
Figure 3(b) is the result of experiment and simulation. As a result of the unidirectional reflection-phase gradient,
the unidirectional surface waves launching has been achieved.

Figure 3.[33] Metasurfaces surface waves generators. (a) sketch of the metasurface and near-field scanning
system. (b) Ez distributions (with phase information included) on the meta-surface under illumination of a
normally incident x-polarized wave, obtained by near-field scanning measurements (top) and simulations

(bottom).

Metasurfaces also promote the development of nonlinear optics. Different to the aforementioned linear optical
phenomena, nonlinear optics rely on the nonlinear light-matter interaction in which the intensity of light would
influence the interaction to a great extent. Benefit from the ability to strongly localize electromagnetic fields in
sub-wavelength size, metasurfaces permit large field enhancement which can improve the efficiency of
nonlinear processes greatly. Furthermore, metasurfaces are free from the phase matching condition, making it
offer new degrees of freedom in designing the nonlinear photonic devices. The Figure 4 displays the
electrically tunable nonlinear polaritonic metasurface which could actively control the intensity and beam
manipulation of second harmonics by engineering the external voltages.
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Figure 4.[34] Schematic of an electrically tunable nonlinear polaritonic metasurface and its use for SHG
intensity modulation (left), SHG beam diffraction (middle) and SHG beam steering (right)
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2.2 Bound states in the continuum (BIC)

In the quantum field, the bound states in the continuum （BIC） is an eigenstate with three special features:
the location of the energy is confined in some continuous spectrum of propagating modes of the surrounding
space; the state does not couple to any of the states of the continuum which means it doesn’t have the ability to
radiate wave and fail to be generated through any light from the external region; its energy is not imaginary and
its quality factor has infinite value. Researchers refer to these properties to define the BIC phenomenon in
photonics. Considering the practicality, people usually study QBIC by applying broken in-plane inversion
symmetry to the unit cells. Different from the BIC, QBIC could couple to the free space to be detected and
QBIC keeps the high Q factor even though it is not infinite anymore. Examples for designing QBIC unit cells
are showed in Figure 5. In this paper, we choose the tilted silicon-bar pairs shown in Figure 5(a) as a template
to study the active QBIC.

Figure 5.[23] Designs of the unit cells for QBIC mode

To better study QBIC, people introduce an important parameter that is the asymmetry parameter α. Different
structures have distinct definitions for α, but its values always range from 0 to 1. The Q factor of QBIC follows
an inverse quadratic dependence on α:

Q ∝ α−2

Generally speaking, This relation keeps valid for metasurfaces placed on a substrate as long as the quasi-BIC
frequency is below the diffraction limit of the substrate. The Figure 6(a) demonstrates this relation for 6 types

of unit cells and Figure 6(b) gives the definition of asymmetry parameter for different unit cells.
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Figure 6.[23] Effect of the in-plane asymmetry on the Q factor. (a) Dependence of the Q factor on the
α for six different unit cells. (b) Definitions of α for different meta-atoms.
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2.3 Ge2Sb2Te5 (GST)

GST-PCMs whose full name is chalcogenide phase change materials based on germanium-antimony-tellurides,
work as a irreplaceable candidate in on-volatile memory (NVM) technologies with brilliant properties including
phase transition that can be repeatable, less cost of power source, scalability with great freedom, and the ability
to achieve kinds of levels of storage.[35] Nevertheless, this phase change materials are also potential in other
fields, including beam steering or tuning of spatial light amplitude which is used in this paper.

In general, GST has multiple discrete states where it shows different features. There are several ways to change
the state, like applying external electrical or optical pulse which enables high transfer speed, or thermal
excitation which is convenient, cheap and easier to control the intermediate states. Figure 7 displays the typical
phase transfer processes occurred in GST. Normally, GST is sputter-deposited onto a substrate at the amorphous
state (a-GST) and in this case, the atomic arrangement of a-GST is relatively random with less long-range order.
If we add stimulus that generates local heating in aGST and make its temperature higher than the phase transfer
temperature Tg for enough time, the mobility of atoms in GST could be enhanced so as to form the crystalline
state of GST (c-GST) which is stable at room temperature. Compared with the crystallization process, the re-
amorphous step is more difficult because it requires a short pulse of electric or optical energy to make the
temperature of GST above the melting temperature Tm and rapidly quench it to make sure the atoms in GST can
not follow the arrangement of crystalline state in short time.[35]

Figure 7.[36] Typical phase transfer processes in GST

The complex refractive index used in this paper’s simulation for the a-GST and c-GST is shown in Figure 8. In
addition to the traditional two types of state, we could also get the intermediate states and there is a method to
calculate the complex refractive index of GST with different crystallization fraction. The GST thin film in the
intermediate phases is assumed to be composed of different proportions of amorphous and crystalline
molecules.[37] The effective dielectric constant εeff(λ) of the intermediate GST is calculated by the following
equation:

����(�) − 1
����(�) + 2

= (1 − �) ×
��(�) − 1
��(�) + 2

+ � ×
��(�) − 1
��(�) + 2

where m means the crystallization fraction of the GST thin film whose value is from 0 to 100%, and the εa(λ)
and εc(λ) represent the permittivity of GST in the amorphous and crystalline phases, respectively. We can get the
refractive index through the permittivity from the relation: �(�) = �(�) + ��(�).
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Figure 8.[38] Complex refractive index of a-GST and c-GST.
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Chapter 3. Simulation

3.1 QBIC mode check

As mentioned in the theory part, we use tilted silicon-bar pairs as the template of unit cells and now we will
check the feasibility and principle of this kind of unit cell. Figure 9 is the schematic of the meta-atom. As
shown in the picture, the px and py is the period along x axis and y axis, respectively. The parameter a represents
the length of long axis of the bar and b is the length of short axis of the bar. The thickness of GST is h and the
angle between the y axis and the long axis of the bar is θ which determines the asymmetry degree of the unit cell.
In this paper, we choose CaF2 as the substrate instead of SiO2 because the CaF2 is almost transparent in the mid-
infrared region while SiO2 has high loss in this spectrum.

Figure 9. Schematic of the meta-atom.

We first do an initial simulation to investigate the QBIC mode in the metasurface. In this case, we set the px =
4940nm, py = 2730nm, a = 2548nm, b = 1105nm, h = 500nm and θ = 20°. The distance between the centers of
the pair is fixed at 2340nm. The x polarized light source is normally incident from the top of the metasurface
and the GST is at amorphous state. The results are shown in Figure 10 and we also include the result of
symmetrical unit cell in which the θ is equal to 0°. From Figure 10(a) we could see that if the unit cell structure

is symmetrical (θ = 0°), there is no dip in the transmittance curve and if we slightly rotate the unit cells to break

its in-plane symmetry (θ = 20°), there is a clear resonance dip around 7.29um. This verifies that the QBIC mode
could exist in our structures. To better investigate the QBIC mode, we also check the unit cell’s electric field
amplitude distribution at 7.29um in x-y plane (z = 0). Figure 10(b) shows that when the metasurface is at QBIC
mode, most of the electric field is localized in the ends of the bar, providing a high enhancement of the field.
However, if the unit cell is symmetrical, the QBIC mode vanishes and electric field is mainly distributed along
two sides of the bar and the field is much weaker. The difference of field profile indicates that the QBIC mode
allows a strong localization and a high enhancement factor of field which is potential for non-linear optics or
other fields that need high sensitivity.

After checking the existence of QBIC mode, we continue to explore our device’s active modulation of this mode.
We change the asymmetrical unit cell’s GST state to the crystalline state and make a comparison of the

(a) (b)



13

transmittance spectrum and field profile with the amorphous state’s. The results are shown in Figure 11. From

the Figure 11(a), we could see a red-shift of the QBIC mode and the new resonance wavelength for c-GST is
8.12um. This means that the wavelength position of QBIC mode could be shifted ∆λ = 830nm in our device.
What’s more, the transmittance modulation depth (MD) at 7.29um is about 3.49, calculated by the following
equation:

MD =
Tc−GST − Ta−GST

Ta−GST

where Ta-GST and Tc-GST represent the transmittance at a-GST’s resonance wavelength when the unit cell is at a-
GST and c-GST states, respectively. The feature of large difference of the transmittance could be applied to
fields that need strong contrast such as optical switch. The electric field distribution in Figure 11(b) implies the
resonance dip at 8.13um of c-GST belong to the QBIC mode because its field profile has the same feature as the
a-GST’s QBIC mode: most of the E field is localized in the ends of the bar. However, the E field of c-GST is
weaker than the E field of a-GST, which is due to the higher loss of c-GST in mid-infrared region. This is also
why the linewidth of transmittance spectrum at c-GST state is wider than the one at a-GST state.
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Figure 10. Simulation results of transmittance spectrum and field profile when GST is at the amorphous state.
(a) Transmittance spectrum of asymmetrical and symmetrical unit cells. (b) E field distributions of asymmetrical

and symmetrical unit cells.

(a)

(b)
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Figure 11. Simulation results of transmittance spectrum and field profile of asymmetrical unit cells. (a)
Transmittance spectrum when the GST is at amorphous or crystalline state. (b) E field distributions of unit cells

when GST is at amorphous state and crystalline state, respectively.

(a)

(b)
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3.2 Structure parameter dependence of QBIC

In this chapter, we study each parameter’s dimension’s effect on QBIC mode. The parameters include the a, b, px,
py, h and θ. The effect results contain the transmittance spectrum of a-GST and c-GST respectively, the
wavelength shift range ∆λ and the MD. In the study on each parameter, we only change one parameter at a time
and fix the other parameters at initial design value.

We first focus the rotation angle of unit cell, θ. Figure 12 are the simulation results of QBIC ’s dependence on θ.

From Figure 12(a) and (b), we could see that when θ increases, the QBIC resonance exhibits the blue-shift and

its linewidth becomes wider and wider. What’s more, the Figure 12(c) and (d) shows that during the rise of θ,
the intensity of QBIC decreases.

Figure 12. Simulation results of dependence on θ. Transmittance spectrum of QBIC at (a) a-GST state and (b)
c-GST state, respectively. Transmittance curve of QBIC at (c) a-GST state and (d) c-GST state, respectively.

To explain the why this dependence on θ would exist, there are two terms we need to know, which is the
radiative decay rate γrad and the dissipative decay rate γdis, respectively. The γrad is determined by the unit cell’s
structure design and this kind of decay rate can control the couple intensity of dipole and the incident light. The
higher the γrad , the stronger the couple intensity, which would increase the QBIC resonance intensity as a result.
The γdis is determined by the material loss and it is related with the dissipation degree. The higher the γdis, the
more the dissipation loss, which will decrease the intensity of QBIC, to some extent. The full width at half

(a)

(c)

(b)

(d)
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maximum (FWHM) consist of the γrad and γdis. The Figure 13(a) and (b) display how the FWHM changes when
the rotation angle of unit cell changes. Red curves in both graphs are simulated using the a-GST without loss
which means there is no γdis and red curves represent the γrad. The blue curves are the difference between the a-
GST’s FWHM and c-GST’s FWHM, which are related with the γdis. When θ increases, the γrad increases so as to
get a stronger couple as well as the wider linewidth, and the γdis decreases resulting in less material loss. Both of
the two term’s changes could increase the intensity of QBIC. As mentioned before, the QBIC’s Q-factor is
proportional to the negative quadratic of asymmetry degree, which in my design is sin(θ). The Figure 13(c)
verifies that at a-GST (no loss) state, the Q-factor fits the relation well. However, if there is some loss in a-GST,
the Q-factor is lower than it should be and this is the result of the existence of γdis. Figure 13(d) shows that
there is a trade-off between the ∆λ and MD when you design the θ.

Figure 13. FWHM for (a) a-GST and (b) c-GST. The blue curve is calculated by the difference betw
een the with loss and without loss’s FWHM at both states of GST. (c) Q-factor fitting. (d) Resonance

wavelength shift and MD’s dependence on θ, respectively

(a) (b)

(c) (d)
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Now we come to the study on parameter a, the long axis length of unit cell. Results in Figure 14(a) and (b)
shows that when a becomes larger, the intensity of resonance rises too, which is also due to the interplay
between the γrad and γdis. The QBIC resonance originates from the couple between the electric dipole and the
incident light source, and the couple intensity is defined as:

��,� =−
�0

2�0
��,�

the ��,� is the coupling amplitudes for x/y polarization diffraction channels/, �0=ω0/c (ω0 is the resonance
frequency and c is the speed of light in vacuum), �0 is the unit cell area and the ��,� is the x/y component of
the electric dipole moment. Because of the asymmetry of the y component of electric dipole in unit cell, the y
polarization couple channel is forbidden, so only �� work during the couple, which implies the x component of
electric dipole �� determines how strong the couple is. When the parameter a increases, the electric dipole
moment along the long axis gets larger and its x component becomes larger which leads to a larger �� . As a
result, the couple intensity becomes stronger, and from the relation,

γrad
�

= ��
2

we could see that the radiative decay rate increases at the same time, so the QBIC resonance increases and the
FWHM gets larger as Figure 14(c) shows. When parameter a rises, both the ∆λ and MD get improved (shown

in Figure 14(d)).

Figure 14. Simulation results of parameter a. Transmittance curve of QBIC at (a) a-GST state and (b) c-GST
state, respectively. (c) FWHM dependence on a at both GST states. (d) Resonance wavelength shift and MD’s

dependence on a, respectively.

(a) (b)

(c)
(d)
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The parameter b doesn’t influence the couple intensity. However, when b increases, the material loss rises and
this is why the intensity of QBIC decreases during the change (Figure 15(a) and (b)). The FWHM of both states
of GST increase because of the rise of dissipation decay rate (Figure 15(c)). Figure 15(d) implies the b can make
the wavelength shift range get growth but the MD get decreased.

Figure 15. Simulation results of parameter b. Transmittance curve of QBIC at (a) a-GST state and (b) c-GST
state, respectively. (c) FWHM dependence on b at both GST states. (d) Resonance wavelength shift and MD’s

dependence on b, respectively.

(a) (b)

(c) (d)
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When parameter h rises, there is more material that can provide the electric dipole and this would make the x
component of electric dipole moment become larger so as to improve the couple intensity as well as the γrad.This
agree well with the simulation results (Figure 16(a), (b) and (c)). The Figure 16(d) shows that the parameter h
can enlarge both the ∆λ and MD.

Figure 16. Simulation results of parameter h. Transmittance curve of QBIC at (a) a-GST state and (b) c-GST
state, respectively. (c) FWHM dependence on h at both GST states. (d) Resonance wavelength shift and MD’s

dependence on h, respectively.

(a) (b)

(c)
(d)
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When the period along x axis px increases, the intensity of the QBIC decreases due to the relatively weaker x
component of electric dipole moment (Figure 17(a) and (b)). The FWHM also decreases due to the lower γrad

(Figure 17(c)). The increase of px can decrease both the ∆λ and MD.

Figure 17. Simulation results of parameter px. Transmittance curve of QBIC at (a) a-GST state and (b) c-GST
state, respectively. (c) FWHM dependence on px at both GST states. (d) Resonance wavelength shift and MD’s

dependence on px, respectively.

(a) (b)

(c) (d)



22

The parameter py has different effect from the effect of px. The growth of py can make the QBIC exhibit the blue-
shift and increase the intensity of QBIC, (Figure 18(a) and (b)). The FWHM decreases during the change
(Figure 18(c)) and the ∆λ decreases while the MD is increased (Figure 18(d)).

Figure 18. Simulation results of parameter py. Transmittance curve of QBIC at (a) a-GST state and (b) c-GST
state, respectively. (c) FWHM dependence on py at both GST states. (d) Resonance wavelength shift and MD’s

dependence on py, respectively.

(a) (b)

(c) (d)
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3.3 Polarization dependence of QBIC

Because the couple channel of y polarization is forbidden, the QBIC resonance can only be excited by the x
polarized light source. The results in Figure 19 displays this effect. When the incident light is x polarized (0°),
the QBIC resonance is strongest. However, when the angle between the polarization direction and the x axis
increases, the intensity of QBIC becomes weaker and when the light is totally y polarized (90 ° ), the QBIC
resonance disappears.

Figure 19. Transmittance curves for different polarization directions of incident light at (a) a-GST state and (b)
c-GST state. The angle is defined as the angle between polarization direction of light source and the x axis.

(a)

(b)
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Chapter 4. Experiment

4.1 Sample fabrication

The fabrication flow of the sample is shown in Figure 20. We first deposit the GST on the CaF2 substrate and
then do the E-beam lithography and development. Deposition of Al2O3 and lift-off step are used to obtain the
pattern mask. For the GST whose thickness is under 700nm, the 90nm oxide mask is enough to protect the
sample and the remaining mask could be ignored because it doesn’t influence the main results. The final sample
is finished after the dry etching using the CF4/Ar gas in ICP-RIE system.

Figure 20. Sample fabrication flow.
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4.2 Measurement

In simulation, we only consider the normal incidence of light source. In the experiment of this thesis, however,
we use Fourier-transform infrared spectroscopy (FTIR) technology to measure the transmittance of the sample,
which has many incident angles ranging from 0° to 45° . The simulation result in Figure 21 shows that the
oblique incidence would make the QBIC moves to longer wavelength and the resonance intensity will be
decreased. This means we could still use the FTIR to get the QBIC resonance but with a wider and weaker
resonance curve.

Figure 21. Oblique incidence dependence of QBIC. The unit cell dimension in this simulation follows the
initial value.
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4.3 Verification of QBIC

Using the initial dimension value for each parameter, we fabricate the sample1 (Figure 22) and compare its

FTIR measurement results with the simulation results （at 10° incidence angle） (Figure 23(a) and (b)).

Figure 22. Microscope image of sample1.
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Figure 23. (a) Experiment result and (b) simulation result of sample1.

From the results in Figure 23 we could see that, each main resonances match well between the experiment
result and the simulation result. Resonance 1 appears at 4um to 5um in results and it is polarization independent.
Resonance 2 locates at about 5um to 6um, which is polarization dependent. Resonance 3 is just next to
resonance 2 and resonance 3 is controlled by polarization. At around 7um to 8um, the QBIC resonance appears
in both results and it is just polarization dependent.

(a)

(b)

○1

○1

○2

○2

○3

○3
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Even though we have measured the QBIC resonance, it is just too broad and weak because of the machine of
FTIR. To better verify the existence of QBIC, we optimize the dimension of unit cell to increase the intensity of
QBIC resonance, and set the rotation angle at 4 different values to whether the QBIC resonance is controlled by
the asymmetry degree. The detailed value for the new fabricated sample2 is shown as follows:

Parameter name Initial dimension value

(sample1)

Optimized dimension value

(sample2)

A 2548nm 3000nm

b 1105nm 1100nm

h 500nm 700nm

px 4940nm 4500nm

py 2730nm 3200nm

θ 20° 0°, 15°, 22.5°, 30°

Table 1. Dimension value for the sample1 and sample2

We measure sampl2’s transmittance curves under different polarization for each rotation angle and the result is
given in Figure 24. When rotation angle is 0°, whose unit cell is symmetrical, there is no resonance at around
8um. However, when rotation angle is not equal to zero, and the unit cell becomes asymmetrical, there is always
a resonance at around 8um. What’s more, the 8um resonance is polarization dependent and when light is at 90°
polarization, the resonance disappear. Taking into account the polarization dependence and the asymmetry
dependence of QBIC, we could say that the resonance at 8um is the QBIC resonance. The result implies when
rotation angle is bigger, the QBIC resonance is less influenced by the oblique incident angles of FTIR and its
intensity is stronger.

We also compare the experiment result of rotation angle 30 ° of sample2 with its simulation result (at 10 °

oblique incidence angle) and they are shown in Figure 25. Each main resonances in the transmittance curve
match well at both results.

According to the above results and analysis, we could confirm that the QBIC resonance is verified by our
samples.
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Figure 24. Sample2’s transmittance curves for each rotation angle
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Figure 25. (a) Experiment result and (b) simulation result of 30°rotation angle of sample2.

(a)

(b)

○1

○1

○2

○2

○3

○3
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4.4 Phase transfer of GST

After verifying the existence of QBIC, we heat the sample1 so as to tune the transmittance curves. The sample1
is heated in different conditions. Figure 26(a) is the transmittance curve at a-GST state. After heated on 195℃

hot plate for 10 minutes, the resonance signal of sample1 is slightly decreased (Figure 26(b)). Because the
heating temperature and heating time is important for the phase transfer of GST, we use a higher temperature
and longer heating time to heat the GST (Figure 26(c) and (d)) and the resonance of sample1 is decreased more.
From the results, we could see that the QBIC resonance intensity is tuned by the phase transfer of GST, however,
to see a clearer intensity modulation and the resonance position shift of QBIC, we need more samples to
optimize the heating method and the normal incidence light source.

Figure 26. Transmittance curves of sample1 after heating.

(a) (b)

(c) (d)



32

Chapter 5. Conclusions

To conclude, the thesis content consist of three main parts. In the introduction and theory part, we explain why
the active QBIC topic is worth studying and introduce the metasurface, BIC and GST in detail. In simulation
part, we first check the QBIC mode at initial dimension value, and then explore each parameter’s effect on the
QBIC mode and on the active modulation ability. We also display the principle of QBIC in this part. From the
simulation part, we can know how to increase the intensity of QBIC and how to improve the active modulation
ability of the device. What’s more, we also study the polarization dependence of QBIC in this part. In
experiment part, we show the fabrication flow of the sample, the measurement system used in the thesis and the
results of measurement. The experiment result include two things: one is to verify the QBIC and another is to
actively tuning the transmittance curves by heating. From the results, we have successfully measured the QBIC
resonance and change its intensity by heating. For the future work, the optimization of heating method is needed
which means there are more samples required, and to get a narrower resonance curve, the normal incidence of
light source is also necessary. This thesis work provide a new way to realize the active tuning of QBIC in
practice and it is potential in many applications such as active non-linear optics.



33

Bibliography

[1].Han, S. et al. All-Dielectric Active Terahertz Photonics Driven by Bound States in the

Continuum. Advanced Materials. 13, 1901921 (2019).

[2].Griffith, A. et al. High quality factor and high confinement silicon resonators using

etchless process. Optics Express. 20, 21341-21345 (2012).

[3].Mikheeva, E. et al. Photosensitive chalcogenide metasurfaces supporting bound states

in the continuum. Optics Express. 27, 33847-33853 (2019).

[4].Ling, T. et al. Fabrication and characterization of High Q polymer micro-ring

resonator and its application as a sensitive ultrasonic detector. Optics Express. 19,

861-869 (2011).

[5].Li, M. et al. Self-Referencing Optofluidic Ring Resonator Sensor for Highly Sensitive

Biomolecular Detection. Analytical chemistry. 85, 9328-9332 (2013).

[6].Song, J.X. et al. Fabrication of an integrated high-quality-factor (high-Q)

optofluidic sensor by femtosecond laser micromachining. Optics Express. 22, 14792-

14802 (2014).

[7].Caër, C. et al. Liquid sensor based on high-Q slot photonic crystal cavity in silicon-

on-insulator configuration. Optics Letters. 39, 5792-5794 (2014).

[8].Kim, S. et al. Single nanobeam optical sensor with a high Q-factor and high

sensitivity. Optics Letters. 40, 5351-5354 (2015).

[9].He, Y. et al. Ultra-high sensitive light-induced thermoelastic spectroscopy sensor

with a high Q-factor quartz tuning fork and a multipass cell. Optics Letters. 44,

1904-1907 (2019).

[10].Wu, J. et al. Multifunctional and High-Sensitive Sensor Capable of Detecting Humidity,

Temperature, and Flow Stimuli Using an Integrated Microheater. Appl. Mater. Interfaces.

11, 43383–43392 (2019).

[11].Liu, N. et al. Infrared Perfect Absorber and Its Application As Plasmonic Sensor.

Nano. Lett. 10, 2342-2348 (2010).

[12].Pu, M. et al. Design principles for infrared wide-angle perfect absorber based on

plasmonic structure. Optics Express. 19, 17413-17420 (2011).

[13].Chen, K. et al. Dual-Band Perfect Absorber for Multispectral Plasmon-Enhanced

Infrared Spectroscopy. ACS Nano. 6, 7998-8006 (2012).

[14].Xiong, X. et al. Structured Metal Film as a Perfect Absorber. Advanced Materials. 25,

3994-4000 (2013).

[15].Tittl, A. et al. A Switchable Mid-Infrared Plasmonic Perfect Absorber with

Multispectral Thermal Imaging Capability. Advanced Materials. 27, 4597-4603 (2015).

[16].Fan, K. et al. Dynamic bound states in the continuum. Optica. 6, 169-173 (2019).

[17].Friedrich, H and Wintgen, D. Interfering resonances and bound states in the

continuum.Phys. Rev. A. 32, 3231 (1985).

[18].Yu, N. et al. Light Propagation with Phase Discontinuities: Generalized Laws of

Reflection and Refraction. Science. 334, 333-337 (2011).

[19].Chen, H. et al. A review of metasurfaces: physics and applications. Rep. Prog. Phys.

79, 076401 (2016).



34

[20].Ding, F. et al. Gradient metasurfaces: a review of fundamentals and applications.

Rep. Prog. Phys. 81, 026401 (2018).

[21].Kamali, S.M. et al. A review of dielectric optical metasurfaces for wavefront control.

Nanophotonics. 7, 1041-1068 (2018).

[22].Yu, N. et al. Flat optics with designer metasurfaces. Nat. Mater. 13, 139–150 (2014).

[23].Koshelev, K. et al. Asymmetric Metasurfaces with High-Q Resonances Governed by Bound

States in the Continuum. Phys. Rev. Lett. 121, 193903 (2018).

[24].Fan, K. et al. Dynamic bound states in the continuum. Optica. 6, 169-173 (2019).

[25].Karl, N. et al. All-optical tuning of symmetry protected quasi bound states in the

continuum. Appl. Phys. Lett. 115, 141103 (2019).

[26].Tan, T.CW. et al. Active Control of Nanodielectric-Induced THz Quasi-BIC in Flexible

Metasurfaces: A Platform for Modulation and Sensing. Adevanced Materials. 33, 2100836

(2021).

[27].Wang, M. et al. Symmetry-protected dual quasi-bound states in the continuum with high

tunability in metasurface. Journal of Optics. 22, 125102 (2020).

[28].Salary, M.M. et al. Tunable All-Dielectric Metasurfaces for Phase-Only Modulation of

Transmitted Light Based on Quasi-bound States in the Continuum. ACS Photonics. 7,

1813-1829 (2020).

[29].Abujetas, D.R. et al. Active angular tuning and switching of Brewster quasi bound

states in the continuum in magneto-optic metasurfaces. Nanophotonics. 10, 4223-4232

(2021).

[30].Chen, X. et al. Tunable Bound States in the Continuum in All-Dielectric Terahertz

Metasurfaces. Nanomaterials. 10, 623 (2020).

[31].Liang, L. et al. Asymmetric all-dielectric active metasurface for efficient dual

reflection modulation. Optics Communications. 505, 127539 (2022).

[32].Aydin, K. et al. Broadband polarization-independent resonant light absorption using

ultrathin plasmonic super absorbers. Nat. Commun. 2, 517 (2011)

[33].Sun, S. et al. Gradient-index meta-surfaces as a bridge linking propagating waves and

surface waves. Nat. Mater. 11, 426-31 (2012).

[34].Yu, J. et al. Electrically tunable nonlinear polaritonic metasurface. Nat. Photon. 16,

72-78 (2022).

[35].Guo, P. et al. A Review of Germanium-Antimony-Telluride Phase Change Materials for

Non-Volatile Memories and Optical Modulators. Appl. Sci. 9, 530 (2019).

[36].Ding, F. et al. Dynamic Metasurfaces Using Phase-Change Chalcogenides. Advanced

Optical Materials. 7, 1801709 (2019).

[37].Chen, Y. et al. Hybrid phase-change plasmonic crystals for active tuning of lattice

resonances. Optics Express. 21, 13691–13698 (2013).

[38].Bakan, G. et al. Thermally Tunable Ultrasensitive Infrared Absorption Spectroscopy

Platforms Based on Thin Phase-Change Films. ACS Sensors. 1, 1403-1407 (2016).



35

Acknowledgments

Thanks a lot to Shinho and Jacob’s help with my thesis. Without their kind and support, I can not finish this

work. Also, I want to express my appreciation to all my colleagues in JLab. Thanks for willing to take care of

me when I make mistakes or when I meet something I am unfamiliar. Best thanks to my professor, I am not

good as the other people in my lab but he still teaches me in patience and I have grown a lot during the two-year

master program. Finally, thanks to myself, you deserve this all. Hope you keep smart mind, kind heart with

obvious right and wrong, tough, steady, and endless love to yourself. By the way, love my friends and families.

Goodbye, the cats in kaist, especially the small yellow one. Love you, vae.


	Contents
	List of Tables
	List of Figures
	Chapter 1. Introduction
	1.1 Background
	1.2 Research objective

	Chapter 2. Theory 
	2.1 Metasurfaces
	2.1.1 Generalized laws of reflection and refractio
	2.1.2 Applications of metasurfaces

	2.2 Bound states in the continuum (BIC)
	2.3 Ge2Sb2Te5 (GST)

	Chapter 3. Simulation
	3.1 QBIC mode check
	3.2 Structure parameter dependence of QBIC
	3.3 Polarization dependence of QBIC

	Chapter 4. Experiment     
	4.1 Sample fabrication
	4.2 Measurement 
	4.3 Verification of QBIC
	4.4 Phase transfer of GST

	Chapter 5. Conclusions 
	Bibliography
	Acknowledgments

